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Windschutzschrank

More information on the website
radwag.com/de/info,w1,H7B

The drawings, photos and graphics used are for illustrative purposes only.

Beschreibung

Der Schrank ist fir Waagen mit Waagschale 128x128 mm vorgesehen. Der Windschutz ist optionales Zubehér der Waagen,
die unter ungunstigen Bedingungen (Luftzige und Luftst6Re) eingesetzt werden. Er wird anstelle des
Standardschalenschutzes installiert. Der Schrank ist mit verschiebbaren Seitenscheiben ausgestattet (ungehinderter Zugang
zur Waagschale).

Kompatibel mit

Prazisionswaage PS X7 Prazisionswaagen PS R2
Prazisionswaage PS 5Y Prazisionswaage WLC X2
Prazisionswaage PS X2 Waagen PS X2 fiir FPVO

Prazisionswaage PS R1

Abmessungen des Gerats
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Anti-draft chamber for balances Anti-draft chamber for X2 and
with 128x128 mm weighing pan R2 precision balances
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Anti-draft chamber for Anti-draft chamber for
APP-00-SK mass comparators APP-KO-SK mass comparators
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Anti-draft chamber for
XA 4Y / XA 4Y PLUS balances

Anti-draft chamber for
WAY-KO-SK mass comparators
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